
TITAN ATEX AC Floodlight

Specification

High: 17,000

43 Metres

110/120V or 220/240V

High

IP66

425.5x336mm

10.4kg

SA-TITAN-17000

MODE

CODE

Features: 
• ATEX certificated Gas Zone 1 and Dust Zone 21
• IK08 High strength Aluminium housing
• Ultra bright LEDs
• Adjustable bracket
• Long range Floodlight
• Shock and vibration resistant tempered glass
• Surge protection
• Explosion proof

AC

DUST 
ZONE 22

ZONE 2

Optional brackets available, special order only:

Stanchion 
Bracket

Scan for multi 
language information

Pole mount 
Bracket

Previously: NSSAFA-AC-FLO 

Powerful 17,000 lumen light output

Other models available 

CERTIFICATION: ATEX Zone 2 & 22
 3 G Ex nR IIC T5 or T6 Gc
 3 D Ex tc IIIC T95°C or T85°Dc

FILE NUMBER: TÜV 15 ATEX 7672 X

ATEX

TITAN ATEX AC + 24V Pendant Floodlight

Features: 
• ATEX certificated Gas Zone 1 and Dust Zone 21
• High strength aluminium housing
• Explosion proof
• Ideal  for areas requiring frequent on 
 and off of lights or constant lighting
• 100-227V AC or 24V models
• Heavy duty and High Impact Design
• Perfect for Marine, wet locations and 
 hose down environments.

Specification

High: 5820

80 degrees

100-277V AC 24V

High

IP66

220x220mm

10.4kg

SA-TITAN-PENDANT SA-TITAN-PENDANT24

MODE

CODE

CERTIFICATION:

Scan for multi 
language information

DUST 
ZONE 21

ZONE 1

ATEX

ATEX Zone 1 & 21 and 2 & 22
  II 2 G Ex db op is IIC T* Gb
  II 2 G Ex tb op is IIIC T* Db

FILE NUMBER: EPT 18 ATEX 2977 X

Gas: Ex d IIC T6 T4 Gb
Ex tb IIIC T80°C T130°C Db IP66
IECEx CQM 15.0039X

Bracket Bracket 
with loop

Optional brackets available, 
special order only:

Stanchion 
Bracket

Previously: NSSAFA-AC-FLO-230V | NSSAFA-AC-FLO-24V

Ideal for wet locations and hose down environments


