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Nachtrag 4
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Umstellung auf die Richtlinie 201413418U

Geräte zur bestimm u ngsgemäßen Verwend ung in explosionsgefäh rdeten Bere
Richtlinie 2O14l34lEU

Nr. der EU-Baumusterprüfbescheinigung: BVS 07 ATEX E 163 X

Produkt: Tastatur / Maus Typ EXTA--*-*-**-X

Hersteller: Pepperl+Fuchs GmbH

Anschrift: Lilienthalstraße 200, 68307 Mannheim, De

Dieser Nachtrag erweitert die EG-Baumusterprüfbescheinigung
Produkte, die gemäß der Spezifikation in der Anlage der
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konstruiert wurden. Die Ergänzungen
Doku mentation festgelegt.

8 Die Zertifizierungsstelle der DEKRA
Richtlinie 201413418U des Euro
bescheinigt, dass das Produkt d
Konzeption und den Bau von
gefährdeten Bereichen
Die Ergebnisse der P

o Die wesentlichen
mit den Normen:

10

11

12 Die Kennzeichnung des

ll2G Ex ib llC T4 Gb
ll 2D Ex ¡b lllB T135'C Db

DEKRA EXAM GmbH
Bochum, den23.10.2017

Zertilizierer

Se¡te 1 von 3 zu BVS 07 ATEX E 1 63 X / N4
Dieses zertifikat darf nur vollständ¡g und unverändert weiterverbreitet werden

DEKRA EXAM GmbH, Dinnendahlstraße 9,44809 Bochum, Deutschland
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sind in der Anl

@

k
Fachzertifizierer

( DAk$*



É,v
t¡¡
ô

A

'13

14

15

15.1

Anlage zur

EU-Baumusterprüfbeschein ig ung

BVS 07 ATEX E 163 X
Nachtrag 4

Beschreibung des Produktes

Gegenstand und Typ

Tastatur / Maus Typ EXTA--*-*-**-X

Anstelle der *** werden in der vollständigen Benennung Buchstaben und
die unterschiedliche Ausführungen kennzeichnen:

Typ: EXTA

X = Ergänzungen ohne Einfluss auf das

Tastatur und Maustyp
K1 = Tastatur, keine Maus
K3 = Tastatur mit Trackball
K4 = Tastatur mit T
K5 = Tastatur mit o
K6 = Tastatur
51 =T
53=T
S4

3- e

15.2 Beschreibung

Mit diesem Nachtrag wird das Zertifikat auf die Richtlin
(Erläuterung: Gemäß Artikel 41 der Richtlinie 20141341EU kann auf nt-
gungen für Richtlinie 94l9lEG, die vor dem Stichtag für die Richtlinie 201
ausgestellt wurden, so verwiesen werden, als ob diese gemäß Richtlinie 201413418U ausgestellt
wurden. Nachträge und neue Ausfertigungen dieser Bescheinigungen können die
Originalnummern der Bescheinigungen, die vor dem 20.04.2016 vergeben wurden, beibehalten.)

Se¡te 2 von 3 zu BVS 07 ATEX E 163 X / N4
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Grund des Nachtrags:

Umstellung auf die Richtlinie 201413418U
Das Gerät wurde nach den aktuellen Normenfassungen geprüft.

I oder ein T
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Alternativ kann ein neues Maus Modul M4 (Touchpad) und eine neue Plastikfolie venruendet
werden.
Zusätzliche Gehäuse und eine leicht geåinderte Frontplatte sind möglich.
Max. interne Kapazität wurde von 25 pF auf 24 pF verringert.
Zusätzlich zum Typ EXTA2-*-"-**-X wurde der Typ EXTA3-*-*-**-X eingeführt.
Eine neue ,,Besondere Bedingung für die Verwendung" wurde ergånzt.

Beschreibung des Produkts:

Die Tastatur dient zur Eingabe von Daten und ist zum Einbau in ein Gehäuse
Die Tastatur besteht aus lsolierstoffplatten, die in eine
Leichtmetallplatte befestigt sind; die Leichtmetallplatte
Plastikfolie auf der Frontseite.
Bei einigen Ausführungen sind zusätzlich ein Trackbal
eingebaut.

m Metallgehäuse hi
hat Öffnungen für

15.3 Kenngrößen

Für den Tastatu
(l52)jeweils:
Spannung
Stromstärke
Leistung

r-Stromkreis (lS1) und den g

Max. interne Kapazitäl
Max. interne lndu

Umgebungstem

16 Prüfprotoko il

BVS PP 07.2

17 Besondere

17.1 Zu
WE

17.2

17.3

Das Anschlusskabel muss

gemessen. Elektrostatische Aufladu
werden

Wesentliche Gesundheits- und Sicherheitsanforderungen

Die wesentlichen Gesundheits- und Sicherheitsanforderungen sind durch die unter Abschnitt 9
gelisteten Normen abgedeckt.

Zeichnungen und Unterlagen

Die Zeichnungen und Unterlagen sind in dem vertraulichen Prüfprotokoll gelistet.

Se¡te 3 von 3 zu BVS 07 ATEX E '163 X / N4
Dieses Zert¡fikat darf nur vollständig und unverändert weiterverbreitet werden.
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EU-Type Exam i nation Gert¡f¡cate
Supplement 4

Translation

Change to Directive 2O14l34lEU

Equipment intended for use in potentially explosive atmospheres
Directive 2O14l34lEU

EU-Type Examination Certificate Number: BVS 07 ATEX E 163 X

Product: Keyboard / Mouse type EXTA--*-*-**-X

Manufacturer: Pepperl+Fuchs GmbH

Address: Lilienthalstraße 200, 68307 Mannheim, Germ

This supplementary certificate extends EC-Type Exami
apply to products designed and constructed in
appendix of the said certificate but having any
certificate and the documents referred to the
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B DEKRA EXAM GmbH, Notified
20141341EU of the European Parl
product has been found to
design and construction
Annex ll to the Directive
The examination and

I Compliance with

EN 60079
EN 60079-11

Special

11 This EU-Type
product. Furth
product. These are

12 The marking of the product sha

10 lf the sig

@
ll 2G Ex ¡b llc T4 Gb
ll 2D Ex ib lllB Tl35'C Db

DEKRA EXAM GmbH
Bochum, 2017-10-23

Signed: Dr Franz Eickhoff Signed: Dr Michael Wittler

Certifier Approver

Page 1 of 4 of BVS 07 ATEX E 163 X / N4
This certificate may only be reproduced in its entirety and w¡thout any change

DEKRA EXAM GmbH, Dinnendahlstrasse 9, 44809 Bochum, Germany,
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13

14

15

15.1

Appendix

EU-Type Examination Certificate

BVS 07 ATEX E 163 X
Supplement 4

Product description

Subject and type

Keyboard / Mouse type EXTA"-*-*-**-X

lnstead of the **" in the complete denomination the letters and numerals will
which characterize modifications:

Type code: EXTA*-"-"

X = type code extension which
concept

Keyboard and mouse
K1 = keyboard,
K3 = keyboa
K4-
K5=

3 = Unified

15.2 Description

With this supplement the certificate is changed to Directive 201413418U.
(Annotation: ln accordance with Article 41 of Directive2014l34lEU, EC-Type Examination
Certificates referring to 94l9lEC that were in existence prior to the date of application of
201413418U (20 April 2016) may be referenced as if they were issued in accordance with Directive
2014l34lElJ. Supplementary Certificates to such EC-Type Examination Certificates, and new
issues of such certificates, may continue to bear the original certificate number issued prior to 20
April2016.)

n f ed
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Reason for the supplement:

Change to Directive 201413418U
The electronic transmitter has been assessed in acc. with the current standard versions.
Alternative a new mouse device M4 (touchpad) and another front foil can be used.
Additional enclosures and a slightly changed front panel variant are possible
Max. internal capacitance has been decreased from 25 ¡tF to 24 ¡tF.
Additional to the device type EXTA2-*-*-**-X a new device type EXTA3-*-*-**-X has been
introduced.
A new "Condition of Use" has been introduced.

Description of Product:

The keyboard is used for input of data and is designed for mounting in an e
The keyboard consists of pc boards, which are fixed behind a light metal pl

metal cover; the light metal plate has openings for the operation of switch
foil at the front side.
ln some variations additionally a track ball or a touch pad or a j

15.3 Parameters

For keyboard circuits (lS 1) and for se
Voltage
Current
Power

Max. internalcapacita
Max. internal inductan

Ambient te

16 RepoÉ Nu

BVS PP 07

17 Special

17.1 The danger
apparatus in

The connecting cable17.2

17.3

t{ DAkks
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The Essential Health and Safety Requirements are covered by the standards listed under item g.

Drawings and Documents

Drawings and documents are listed in the confidential report.
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We confirm the correctness of the translation from the German original.
ln the case of arbitration only the German wording shall be valid and binding

DEKRA EXAM GmbH
Bochum, daled 2017 -10-23
BVS-Ben/Schu/Mu 420170233

Certifier
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